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From kinetic gas theory, it is known that the Prandtl number for hard-sphere monatomic gases is 2/3.
Lower values can be realized using gas mixtures of heavy and light monatomic gases. Prandtl
numbers varying between 0.2 and 0.67 are obtained by using gas mixtures of helium–argon,
helium–krypton, and helium–xenon. This paper presents the results of an experimental
investigation into the effect of Prandtl number on the performance of a thermoacoustic refrigerator
using gas mixtures. The measurements show that the performance of the refrigerator improves as the
Prandtl number decreases. The lowest Prandtl number of 0.2, obtained with a mixture containing
30% xenon, leads to a coefficient of performance relative to Carnot which is 70% higher than with
pure helium. ©2002 Acoustical Society of America.@DOI: 10.1121/1.1489451#

PACS numbers: 43.35.Ud, 43.35.Ty@RR#
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I. INTRODUCTION

The basic understanding of the physical principles
derlying the thermoacoustic effect is well established and
been discussed in many papers.1,2 However, a quantitative
experimental investigation of the effect of some importa
parameters on the behavior of the thermoacoustic device
still lacking. One of these parameters is the Prandtl num
a dimensionless parameter characterizing the ratio of k
matic viscosity to thermal diffusivity. Viscous friction has
negative effect on the performance of thermoacou
systems.2,3 Decreasing the Prandtl number generally
creases the performance of thermoacoustic devices. Kin
gas theory has shown that the Prandtl number for ha
sphere monatomic gases is 2/3. Lower Prandtl numbers
be realized using mixtures of heavy and light monatom
gases, for example, binary gas mixtures of helium and o
noble gases.3–5

The calculations of the Prandtl number shown in t
paper use more rigorous expressions for the transport co
cients than those used previously.4,5 For all binary gas mix-
tures of helium with other noble gases, calculations sh
that the coefficient of performance of the refrigerator
maximized when the Prandtl number is near its minim
value.

This paper presents the results of an experimental in
tigation into the effect of Prandtl number on the performan
of a thermoacoustic refrigerator using gas mixtures of heli
with argon, krypton, and xenon. These combinations p
vided gas mixtures with Prandtl numbers varying betwe
0.2 and 0.67. These results are discussed below.

The thermoacoustic refrigerator used for the measu
ments is shown in Fig. 1. The acoustic resonator is filled w
an inert gas at a pressure of 10 bar. A channeled stac
strategically located in the resonator to facilitate heat tra
fer. At both ends of the stack heat exchangers are insta
The temperature of the hot heat exchanger is fixed at ro
temperature by circulating water. At the cold heat exchan
cooling power is generated. A loudspeaker generates a st
ing wave in the resonance tube, causing the gas to osci
134 J. Acoust. Soc. Am. 112 (1), July 2002 0001-4966/2002/
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while compressing and expanding. The interaction of
moving gas in the stack with the stack surface generates
transport.2 A detailed description of the refrigerator can b
found in the literature.3,6

II. KINETIC THEORY OF BINARY GAS MIXTURES

The Prandtl number is given by

s5
mcp

K
, ~1!

wherem is the dynamic viscosity,K is thethermal conductiv-
ity, and cp is the isobaric specific heat. The Prandtl numb
can also be written in terms of the thermal and viscous p
etration depthsdk anddn as

s5S dn

dk
D 2

, ~2!

wheredk anddn are given by

dk5A 2K

rcpv
, ~3!

and

dn5A2m

rv
. ~4!

Here,v is the angular frequency of the sound wave andr is
the density.

The viscosity has a negative effect on the performa
of thermoacoustic devices, so a reduction of the effect
viscosity means an increase in efficiency. This can be acc
plished by lowering the Prandtl number. In the Appendix
survey of the kinematic theory for pure and binary gas m
tures is given. The text of Hirschfelderet al.7 forms the prin-
cipal source for this survey. By substituting the expressio
of viscosity mmix , thermal conductivityKmix , and the iso-
baric specific heatcp for binary gas mixtures into Eq.~1!, the
Prandtl number of binary gas mixtures can be calculated.
112(1)/134/10/$19.00 © 2002 Acoustical Society of America
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resultant expression is too long to be given explicitly he
This was incorporated in a computer program to accomp
the calculations.

III. CALCULATION OF GAS MIXTURES PROPERTIES

In Fig. 2, some calculated properties of binary gas m
tures, consisting of He–Ne, He–Ar, He–Kr, and He–Xe,
plotted as functions of mole fraction,x, of the heavy compo-
nent. The temperature and pressure used in the calcula
are 250 K and 10 bar, respectively. These values apply to
experimental situation. Figure 2~a! shows that, for all mix-
tures, the densityr increases linearly as a function ofx, in
accordance with Eq.~A14!. From Figs. 2~b! and~c!, it can be
seen that the kinematic viscosityn5m/r and thermal diffu-
sivity k5K/rcp decrease as a function ofx. This behavior is
to be expected, since both properties are approximately
versely proportional to the square of the apparent mass o
mixture. But, in the range 0,x,0.4 the rate of decrease fo
n is larger than fork. This results in a decrease of the ratio
these two quantities which is the Prandtl numbers. For x
.0.4, k still decreases whilen remains nearly constant; thi
results in an increase ofs until the value for a pure noble ga
is reached. From this behavior of the Prandtl number
creasing and then increasing as function of the increas
the mole fraction of the heavier component, a minimu
value is to be expected as shown in Fig. 2~f!. Similar calcu-

FIG. 1. Schematic diagram of the thermoacoustic refrigerator, showing
different parts.
J. Acoust. Soc. Am., Vol. 112, No. 1, July 2002
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lation results are obtained by Giacobbe4 and Belcheret al.5

using approximative expressions for the viscosity and th
mal conductivity.

The behavior of the sound velocitya as a function ofx is
illustrated in Fig. 2~d!. It is also a decreasing function ofx, in
accordance with Eq.~A16!, since the apparent mass of th
mixture increases. The behavior ofcp is shown in Fig. 2~e!.

As can be seen from Fig. 2~f!, the Prandtl number has
minimum atx'0.38 for all binary gas mixtures. The valu
of s at the minimum is a function of the molecular weight
the added heavier component. The lowest value of 0.2
reached with the heaviest noble gas xenon. The minim
Prandtl number is plotted in Fig. 3 as a function of the mo
mass of the heavy component. Extrapolation of the data
radon shows that using a helium–radon mixture, a Pra
number of about 0.1 can be reached which can be consid
as the lowest Prandtl number for helium–noble gases m
tures. The Prandtl number is also calculated for different
mixtures, at different temperatures, as shown in Fig. 4. T
influence of the temperature on the Prandtl number is sm
The effect of temperature is most pronounced for He–
mixture. At the helium mole fraction corresponding to th
minimum Prandtl number, a change in temperature of 10
results in a relative change in the value of the Prandtl of o
6.5% for a helium–xenon mixture.

Figures 4~a! and ~b! show the thermal and viscous pe
etration depthsdk anddn , respectively. The behavior ofdn

as a function ofx can be illustrated by means of Eq.~4!.
Sincen varies approximately as 1/AM , it follows thatdn will
vary as 1/A4M , thus a decreasing behavior as shown in F
4~b!. A similar analysis can be done to explain the behav
of dk . It is interesting to note thatdk has a maximum for a
binary mixture at aboutx50.1, as shown in Fig. 4~a!. We
note that for the calculations ofdk anddn , the wavelength is
kept constant (l52.35 m) and the frequency is allowed t
vary as the sound velocity varies with the composition.

The productra is calculated for a temperature of 250
and at a pressure of 10 bar, and it is plotted in Fig. 4~c!. The
behavior can be understood as follows: the density increa
linearly anda decreases as 1/AM ; as a result the productra
increases asx increases, asAM . The productra will be
needed later for discussions concerning the cooling powe
the thermoacoustic refrigerator.

IV. PERFORMANCE CALCULATIONS

The purpose of a refrigerator is to remove a heat (Q̇C) at
a low temperature (TC) and to reject heat (Q̇H) to the sur-
roundings at a high temperature (TH). To accomplish this,
work ~W! is required. The coefficient of performance~COP!
is defined as

COP5
Q̇C

W
. ~5!

The quantity

COPC5
TC

TH2TC
, ~6!

e

135Tijani et al.: Prandtl number and thermoacoustic refrigerators
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FIG. 2. Calculated properties of binary gas mixtures
a temperature of 250 K and a pressure of 10 bar.~a!
Density. ~b! Kinematic viscosityn. ~c! Thermal diffu-
sivity k. ~d! Speed of sounda. ~e! The isobaric specific
heatcp . ~f! Prandtl numbers.
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FIG. 3. Minimal Prandtl number, at a helium mole fraction of 0.62, a
function of the molecular weight of the heavy component. The first po
corresponds to the Prandtl number of pure helium. The last point co
sponds to the minimal Prandtl number of a helium–radon binary gas m
ture obtained by extrapolation.
136 J. Acoust. Soc. Am., Vol. 112, No. 1, July 2002
is called the Carnot coefficient of performance which defin
the optimal performance for all refrigerators. The coefficie
of performance relative to Carnot’s coefficient of perfo
mance is defined as

COPR5
COP

COPC
. ~7!

The performance measurements for the refrigerator are
sented in plots of COP, COPR, andDT given by

DT5TC2TH , ~8!

as functions of the total heat load, which is the sum of
heat load applied by the heater and the heat leak. To un
stand the behavior of the cooler as a function of the var
parameters, the measuredDT data will be fit with the equa-
tion

DT5DT01aQ̇, ~9!

whereQ̇ is the total heat load.3 During a given performance
measurement, the drive ratio, defined as the ratio of the
namic pressure to the average pressure, is kept con

t
e-
x-
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FIG. 4. The thermal and viscous penetration depths,dk

and dn , the productra, and Prandtl numbers for
helium–other noble gas binary mixtures. We note th
for the calculationsdk anddn , the wavelength is kept
constant (l52.35 m) and the frequency is allowed t
vary as the sound velocity varies withx. The tempera-
ture and pressure used in the calculations are a
shown in the graphs. The Prandtl number has been
culated at two different temperatures.
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while stepwise the heat load is applied to the cold heat
changer and the temperature is allowed to stabilize. The
load is applied by an electric heater placed at the cold h
exchanger. Two thermometers are used to monitor the t
peratures at the hot heat exchanger and at the cold hea
changer. Incorporating Eqs.~A5! and ~A10! into the expres-
sions for the energy flow and work flow in the stack,8 the
COP has been calculated as function ofx. Figure 5 shows the
behavior of COP for helium–xenon, helium–krypton, a
helium–argon mixtures. For all binary gas mixtures, as
Prandtl number decreases the performance improves
maximum is reached nearly at the point where the Pra
number is a minimum~cf. Fig. 2!.

V. MIXTURES PREPARATION

A container is used to prepare the gas mixtures. The
mole fraction component is first filled in the container un
the pressure fraction needed is reached. Then, the se
component is filled up to 33 bar. The mixture is allowed
reach equilibrium prior to filling the refrigerator to a pressu
of 10 bar. The composition of the mixture was checked
measuring the resonance frequency of the refrigerator. T
frequency is then related to the resonance frequency of
system for pure helium by the expression

f He

f mix
5AxM21~12x!MHe

MHe
, ~10!
J. Acoust. Soc. Am., Vol. 112, No. 1, July 2002
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where f He, and f mix are the resonance frequencies for pu
helium and mixture, respectively.M2 and x are the molar
mass and mole fraction of the heavy component, andMHe is
the molar mass of helium.

VI. MEASUREMENTS

With our thermoacoustic refrigerator3,6 three different
mixtures have been investigated: He–Ar, He–Kr, and H
Xe. The performance measurements were all made usin

FIG. 5. Calculated COP as function ofx.
137Tijani et al.: Prandtl number and thermoacoustic refrigerators
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FIG. 6. Measurements with helium–
argon mixtures. The average pressu
is 10 bar, the drive ratio is 1.4%, and
stack with a plate spacing of 0.3 mm i
used. In~a!, ~b!, and~c! the values ofx
are indicated at the correspondin
curves.~a! COP. ~b! COPR. ~c! DT.
~d! Optimal COP corresponding to the
peak COPR as function of the mol
fraction argonx. ~e! DT0 as function
of x. ~f! a as function ofx.
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parallel-plate stack with spacing 0.3 mm, an average pres
of pm510 bar, and a constant drive ratio ofD5p1 /pm

51.4%. The performance measurements for the refriger
are presented in plots of COP, COPR, andDT as functions of
the total heat loadQ̇.3 During a given performance measur
ment, the drive ratio is held constant while stepwise the h
load is applied to the cold heat exchanger by a heater and
temperature is allowed to stabilize.3

A. Helium–argon

Binary helium–argon mixtures have been used with
argon mole fraction,x, varying between zero and 100%. Th
results are shown in Fig. 6. The COP increases as functio
the heat load, as can be seen from Fig. 6~a!. The slope of
COP is an increasing function ofx. From the calculations
~Fig. 5! we expect that the COP will increase as a function
x, reach a maximum around 40%, and then decrease.
behavior is difficult to see from Fig. 6~a!, because the in-
crease of the COP slope is a consequence of two effects
Prandtl number decrease and the decrease of the co
power. The energy and work flux equations8 show that the
138 J. Acoust. Soc. Am., Vol. 112, No. 1, July 2002
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cooling power is proportional to the inverse of the product
the density times the speed of sound if the length of
resonator is held constant@Fig. 4~c!#. This factor, which is
also proportional to the speed of sound in the mixture,
creases asx increases. Therefore, the cooling power d
creases asx increases. The COPR as function of the heat lo
is shown in Fig. 6~b!. For all mixtures the COPR shows
parabolic behavior with a maximum.

In Fig. 6~c!, the temperature differences as functions
the heat load are shown. For all gas mixtures, the dep
dence is linear. The slope increases asx increases. In Fig.
6~d!, the COPopt corresponding to the peak COPR~operation
point! is plotted as function ofx. This plot shows that the
COPopt has the expected trend dependent on the Prandtl n
ber.

To understand the effect of the Prandtl number onDT,
the temperature curves of Fig. 6~c! are fitted with Eq.~9!.
The parametersDT0 and a are plotted as functions ofx in
Figs. 6~e! and ~f!, respectively. As can be seen,DT0 in-
creases withx, with the largest temperature difference o
tained with pure helium. The slopea also increases withx.
Tijani et al.: Prandtl number and thermoacoustic refrigerators
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FIG. 7. Measurements with helium–
krypton mixtures. The average pres
sure is 10 bar, the drive ratio is 1.4%
and a stack with a plate spacing of 0.
mm is used. In~a!, ~b!, and ~c! the
values ofx are indicated at the corre
sponding curves.~a! COP. ~b! COPR.
~c! DT. ~d! Optimal COP correspond-
ing to the peak COPR as function o
the mole fraction kryptonx. ~e! DT0 as
function of x. ~f! a as function ofx.
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This means that the cooling power is a decreasing func
of x. This is due to the increase of the density which
creases asx increases.

In summary, the COPopt has the reverse behavior of th
Prandtl number as function ofx. The COPopt has a maximum
when the Prandtl number has a minimum, since the visc
losses are minimum@Fig. 6~d!#. But, at the same time th
addition of argon has a negative effect on the cooling po
of the refrigerator, as the addition of argon increases
density which makes the cooling power decrease. The m
mum COPR reached with helium–argon mixtures is 14.
with a mixture containing 17% argon. This is a 40% im
provement in comparisons with pure helium.

B. Helium–krypton

Measurements with helium–krypton mixtures are sho
in Fig. 7. As can be seen from Fig. 7~d!, the COPopt increases
as the Prandtl numbers decreases. The calculated Pran
number for the different mixtures is also plotted in this fi
ure. TheDT curves from Fig. 7~c! are fitted with Eq.~9! and
J. Acoust. Soc. Am., Vol. 112, No. 1, July 2002
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the determined parametersDT0 and a are plotted in Figs.
7~e! and ~f!. These parameters increase as functions ox,
which means that the cooling power decreases. A maxi
COPR of 14.3% is obtained withx524%, which has the
lowest Prandtl number. The same general behavior as
helium–argon can be seen, except that the slopes ofDT0 and
a are steeper in the case of helium–krypton. This means
the cooling power of the refrigerator is more heavily infl
enced by the addition of krypton than by the addition
argon. This is due to the higher density of krypton.

C. Helium–xenon

Figure 8 shows the results using helium–xenon m
tures. The general behavior of the COP and COPR is sim
to those for He–Ar and He–Kr. As can be seen from F
8~b!, the magnitude of the maximum of COPR increases
the mole fraction xenonx increases and reaches a maximu
of 17% for x50.3. Figure 8~d! shows that the COPopt in-
creases whens decreases. The parametersDT0 and a are
plotted in Figs. 8~e! and~f!. Again, these parameters increa
139Tijani et al.: Prandtl number and thermoacoustic refrigerators



re
a
s

g

e

FIG. 8. Measurements with helium–
xenon mixtures. The average pressu
is 10 bar, the drive ratio is 1.4%, and
stack with a plate spacing of 0.3 mm i
used. In~a!, ~b!, and~c! the values ofx
are indicated at the correspondin
curves.~a! COP. ~b! COPR. ~c! DT.
~d! Optimal COP corresponding to the
peak COPR as function of the mol
fraction xenonx. ~e! DT0 as function
of x. ~f! a as function ofx.
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as functions ofx. The slopes ofDT0 anda are steeper in the
case of helium–xenon than in the case of helium–krypt
This indicates that the cooling power is more influenced
the addition of xenon than by the addition of krypton. Th
again is due to the density which is higher in the case
xenon.

A maximum COPR of 17% is reached with the mixtu
having the lowest Prandtl number and thus the minimal v
cous losses in the system. This is equivalent to an impro
ment of 70% in comparison with pure helium. But, again t
cooling power is smaller.

From the mixture measurements discussed above,
conclude that the Prandtl number can be decreased u
helium and other noble-gas mixtures. This results in an
provement of the COPR of the refrigerator. However, at
same time the density increases which causes the coo
power to decrease. The behavior of the optimal performa
COPopt as function of the noble gas mole fraction is simil
to the one predicted by the calculations~Fig. 5!.

In Table I, the linear fit results of the parametersDT0
140 J. Acoust. Soc. Am., Vol. 112, No. 1, July 2002
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and a as a function of the mole fractionx for the different
gas mixtures are given, according to the formulaDT05a
1bx anda5c1dx. The parametera, which corresponds to
DT0 for pure helium, is the same for all mixtures, as
should be. The slopeb increases as function of the molecul
weight of the noble-gas component. This indicates the ne
tive effect of the density on the cooling power. Likewise, t
parameterc, which corresponds to the pure helium case
all mixtures, is the same for the three mixtures. The slopd
increases as a function of the molecular weight of the no
component, which indicates again the negative effect of
density on the cooling power. In conclusion, we can say t

TABLE I. Linearly fitted data for the different gas mixtures.

Gas a b c d

Ar 26861 1962 c51660.5 2361
Kr 26561 4166 c51561 3166
Xe 26561 4066 c51661 4367
Tijani et al.: Prandtl number and thermoacoustic refrigerators
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TABLE II. Lennard-Jones potential parameters and collision integrals of noble gases.

Gas e/k ~K! z ~Å!

T5200 K T5250 K T5300 K

V (22)! V (22)! V (22)!

He 10.2 2.6 0.75 0.72 0.70
Ne 34.9 2.8 0.90 0.87 0.84
Ar 122 3.4 1.26 1.16 1.09
Kr 171 3.6 1.47 1.32 1.23
Xe 221 4.1 1.67 1.49 1.37
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the best COPR is obtained with the heaviest noble-gas c
ponent, but the cooling power is the smallest.

VII. CONCLUSIONS

The influence of the Prandtl number on the performa
of the refrigerator is studied systematically by using mixtu
of helium and other, heavier noble gases. The theoretical
experimental results show that the coefficient of performa
improves as the Prandtl number decreases. However,
cooling power decreases when the mole fraction of the he
noble-gas component increases in the mixture. It is sho
that this decrease is a consequence of the increase o
density. A maximum performance relative to Carnot of 17
is obtained by using a mixture of helium and xenon conta
ing 30% xenon. This is an improvement of 70% in compa
son with pure helium. This trade-off between the perf
mance and the cooling power has to be considered in
design of a thermoacoustic refrigerator.

APPENDIX A: KINETIC THEORY

In order to calculate the Prandtl number, Eq.~1!, for
gas mixtures we need the kinetic expressions for the dyna
viscosity m, and thermal conductivityK. We now summ-
arize the formulas form, K to be used with the tabulations o
V (1,s) for nonpolar molecules. These are written in the for
most convenient for practical calculations. In the text
Hirschfelderet al.,7 it is indicated that the viscosity can b
calculated to within 2% to 5% over a range of 400 K. B
the thermal conductivity may be in error as much as 10%
this property is highly sensitive to the form of the potent
function which is used.

1. Viscosity

The viscosity of a pure gas is given in Ref. 7, Eq.~8.2-
18!, as

m52.67•1026
AMT

z2V~2,2!!~T* !
, ~A1!
, Vol. 112, No. 1, July 2002
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whereM is the molecular weight in kg/kmol,T is the tem-
perature in K, z is the collision diameter in Å, and
V (2,2)!(T* ) is a tabulated function of the dimensionless te
peratureT* 5kT/e. These functionsV (2,2)!(T* ) are given
in Table II for noble gases at different temperatures. The u
of the viscosity is@Pas#.

In order to discuss the viscosity of a binary gas mixtur
consisting of two components 1 and 2, it is convenient
define a quantitym12 as

m1252.67•1026

A2M1M2

M11M2
T

z12
2 V12

~2,2!!~T12* !
. ~A2!

This quantity can be regarded as the viscosity of a hypoth
cal pure substance, the molecules of which have molec
weight 2M1M2 /(M11M2), and interact according to th
potential specified by the interaction parametersz12 ande12.
The interaction of two nonpolar molecules of species 1 an
is described by the Lennard-Jones potential, where the
rametersz and e are given by the combining laws@Ref. 7,
Eq. ~3.6-8!#

z125
1
2~z11z2!, ~A3!

e125Ae1e2, ~A4!

and are given in Table III. The appropriate parametersz i and
e i , for the molecules of thei th components, are given in
Table II.

The viscositymmix of a binary gas mixture, in terms o
the quantities defined previously, is given by@Ref. 7, Eq.
~8.2-22!#

mmix5
11Zm

Xm1Ym
, ~A5!

whereXm , Ym , andZm are given by

Xm5
x1

2

m1
1

2x1x2

m12
1

x2
2

m2
,

TABLE III. Lennard-Jones potential parameters and collision integrals for gas mixtures.

Gas e12 /k ~K! z12 ~Å!

T5200 K T5250 K T5300 K

V (22)! V (22)! V (22)!

He–Ne 18.89 2.67 0.82 0.79 0.77
He–Ar 35.31 2.98 0.91 0.87 0.84
He–Kr 41.80 3.08 0.93 0.89 0.87
He–Xe 47.52 3.33 0.96 0.92 0.89
141Tijani et al.: Prandtl number and thermoacoustic refrigerators
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TABLE IV. A! andB! parameters for binary gas mixtures at different temperatures.

Gas

T5200 K T5250 K T5300 K

A12
! B12

! A12
! B12

! A12
! B12

!

He–Ne 1.1106 1.0950 1.1128 1.0944 1.1153 1.090
He–Ar 1.1024 1.0909 1.1054 1.0916 1.1081 1.091
He–Kr 1.1001 1.0941 1.1032 1.0903 1.1056 1.091
He–Xe 1.0956 1.0978 1.1011 1.0916 1.1039 1.091
2 2 2

as

te

as

2

ures

the

spe-
iven,

en

he
Ym5
3

5
A12

! F x1

m1

M1

M2
1

2x1x2

m12

~M11M2!

4M1M2

m12

m1m2
1

x2

m2

M2

M1
G

~A6!

Zm5
3

5
A12

! Fx1
2 M1

M2
12x1x2F ~M11M2!2

4M1M2
S m12

m1
1

m12

m2
D21G

1x2
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The parameterA12
! is a function ofkT/e12, and defined as

follows:

A12
! 5

V~2,2!!

V~1,1!! . ~A7!

These parameters are given for helium–other noble g
mixtures in Table IV.

2. Thermal conductivity

The thermal conductivity for a pure gas is given by@Ref.
7, Eq. ~8.2–31!#

K58.32•1022
AT/M

z2V~2,2!!~T* !
5

15

4

R

M
m, ~A8!

whereR is the universal gas constant. The other parame
are as defined for viscosity. The unit is@W/Km#.

In order to derive the thermal conductivity of binary g
mixture, it is convenient to define a quantityK12 as follows:

K1258.32•1022

AM11M2

2M1M2
T

z12
2 V12

~2,2!!~T12* !
. ~A9!

The thermal conductivityKmix of a binary gas mixture is
given by @Ref. 7, Eq.~8.2–36!#

Kmix5
11ZK

XK1YK
, ~A10!

whereXK , YK , andZK are given by
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where the parameterB12
! is a function ofkT/e12, and it is

defined in terms of theV (1,s)! integrals as follows@Ref. 7,
Eqs.~8.2–15!–~8.2–16!#:

B12
! 5

5V~1,2!!24V~1,3!!

V~1,1!! . ~A12!

These parameters are given for helium–noble gases mixt
in Table IV.

3. Specific heat and sound velocity

The last parameter which is needed to calculate
Prandtl number, using Eq.~1!, for binary gas mixtures iscp .
Considering the binary gas mixture as an ideal gas, the
cific heat at constant volume and constant pressure are g
respectively, by

cv5

3
2 R

M
, cp5

5
2 R

M
, ~A13!

whereM is the apparent molecular mass of the mixture giv
by

M5x1M11x2M2 . ~A14!

The ratio of the isobaric to isochoric specific heats for t
inert gas mixture is given by

g5
cp

cv
5

5

3
. ~A15!

The sound velocitya in the binary gas mixture is given by

a25g
p

r
5g

RT

x1M11x2M2
, ~A16!

wherep is the pressure,r is the density, andT is the tem-
perature of the gas mixture.
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By substituting Eqs.~A5!, ~A10!, and~A13! into Eq.~1!,
the Prandtl number of the binary gas mixtures can be ca
lated. The resultant expression is too long to be given exp
itly here. This was incorporated in a computer program
accomplish the calculations.
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